PET
DELIVERY PROGRAM

SHEETS

THICKNESS | TOLERANCES ERTALYTE®
o~ | "G

2 -0.15 +0.15 5.74 *

3 8.60 *
-0.20 +0.20

4 11.40 *

5 -0.25 +0.25 14.25 *

6 -0.30 +0.30 1710 *

*available on request: please check production time and minimum quantity
(1): tolerances according to DIN EN 15860

(2): average weights of production

(3): tolerances in length -0 / + 3mm

ROUND RODS

DIAMETERS | ToLeRANCES ERUARTE ERTALYTES TX
| "Gy

10 +0.1 +0.5 0.35 ° o 0.37 °
12 0.52 ° o 0.53 °
14 0.70 ¢} ¢} 072 (¢}
15 0.80 ° o 0.82 o
+0.2 +0.7
16 0.91 ° o 0.93 °
18 114 o o 117 o
20 140 o o 144 o
22 171 ° o 176 o
25 219 ° ° 2.25 °
+0.2 +0.9
28 273 o o 2.81 o
30 312 [ [ 3.21 [
32 357 ° o 3.66 o
36 +0.2 +1.1 4.50 [ [ 4,62 [
40 5.52 ® ° 570 °
45 7.02 ° o 7.23 °
50 +0.3 +1.3 8.64 [ ° 8.88 °
56 10.80 ° o 11.10 o
60 12.45 ° ° 1278 °
65 +0.3 +1.6 14.55 ° o 14.97 o
70 16.86 ° @ 1734 °
7 19.44 Q@ o 20.01 o
° +0.4 +2.0 B 00
80 22.08 ° ° 2271 °
85 24.96 (e} o 25.68 o
+0.5 +2.2
90 2793 o ° 28.74 °
100 +0.6 +2.5 34.50 o o 35.55 °
110 +0.7 +3.0 41.85 ° o 43.05 o
o
120 08 435 49,95 o 51.45 o
125 5415 ) o 55.65 o
130 58.65 ° ° 60.30 o
+0.9 +3.8
140 67.80 [ [} 69.75 o
150 +1.0 +4.2 78.00 ° o 80.25 °
160 +11 +4.5 88.80 (] - 91.20 o
170 2 5.0 100.35 o = 103.20 o
180 112.20 [ - 115.50 o
190 125.25 ° - 128.85 o
+13 +5.5
200 138.45 ° - 142.50 o
210 +1.3 +5.8 152.70 ) - - -

(1): tolerances according to DIN EN 15860 (2): average weights of production  (3): tolerances in length -0 / + 3%

@ Standard: generally available from stock

@ Semi-standard: generally not available from stock

O Non-standard: generally not available from stock, manufactured to
order and subject to special conditions




PET
DELIVERY PROGRAM

PLATES
THICKNESS | TOLERANCES ERTALTIE" ERUABATE® X
o | "y
8 2277 ° o 2343 °
+0.2 +0.9
10 2811 ° ° 28.92 °
12 3435 ° o 3540 °
15 4230 ° o 4350 °
16 45.00 ° ° 4635 o
+0.3 +1.5
18 50.40 o o 5175 o
20 55.65 ) ° 5730 °
25 68.85 ° ° 70.80 °
30 8370 ° ° 8610 °
35 96.90 ° o 99.75 o
40 05 25 | 1025 ° ° 113.40 °
45 123.45 o o 127.05 o
50 136.80 ° ° 14070 °
® [ ] [ ]
60 s .3 16470 169.35
70 191.25 @ o 196.65 o
80 219.75 ° ° 226.05 °
90 +05  +50 24630 o o 25335 o
100 272.85 ° o 280.65 °

Other 1000x3000 Ertalyte® plates (natural and black) available on request and subject to special conditions
(1): tolerances according to DIN EN 15860

(2): average weights of production

(3): tolerances in length -0 / + 3%; in width + 5 / + 25mm

TUBES

DIAM. (mm) J| TOLERANCES?” (mm) ERTALYTE® ERTALYTE® TX
?0.D..x@1.D.

30 x 20 +0.4 +11 -04 -11 192 e} 1.98 @
36 x 20 348 @ 3.60 °
40%20° 06 +20-06 -20 3 © .08 e
45x30 4.4 @ 4.56 o
50 x 30 6.06 o 6.24 °
55 x 45 4.44 ° 4.59 °
60 x 30 e | 10.02 @ 10.32 )
60 x 40 7.80 o 8.01 e
65 x 50 723 @ 744 o
70 x50 9.57 @ 9.84 o
80x40  +0.8 +3.0-0.8 -3.0 17.61 @ 18.09 o
80 x 60 1116 ) 1.46 o
90 x 50 2127 @ 21.90 fe}
90 x 70 2 +36 16 5o 1368 o 14.07 )
100 x 50 217.81 ) 28.59 o
100 x 80 15.42 ° 15.84 ")
15 x 70 3210 ) 33.00 @
125 x50 +1.5 +45 -2.0 -6.5 47.85 [} 49.20 o
140 x 70 54.00 ] 55.50 e
160x80  *1.8 +54 -22 -75 70,65 ] 7275 e
200x100 +2.0 +6.0 -25 -85 109.50 o) 112.50 @

Other measures available on request, subject to special conditions
(1): tolerances according to DIN EN 15860

(2): average weights of production

(3): tolerances in length -0 / + 3%

@ Standard: generally available from stock

@ Semi-standard: generally not available from stock

O Non-standard: generally not available from stock, manufactured to
order and subject to special conditions




